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(Y-) (X+)

(Y+)

1.80
.07  TYP.

35.40
1.39

64.20
2.53
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3.23 MAX 
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CABLE LENGHT 
[2M]

6.6FT
2

16.50
.65

2X 
52

2.05

3X 
23
.913X 

46
1.81

58.20
2.29

13.75
.54

 4X M4X0.7 .40 [10.16] 
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1.30 
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1.08
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.138

 
26

1.02 

CL

CL

CL

NOTES:

UNITS: 
[mm]

Inch1.

CABLE LENGHT: [2M] 6.6FT.2

OUTPUT OPTIONS
WIRE COLOR 0.5-4.5V 4-20mA RS485 RS232

RED + PWR + PWR + PWR + PWR
BLACK GND GND GND GND

YELLOW N/C N/C D+(A) TXD
BLUE N/C N/C D-(B) RXD

GREEN ZERO CAL ZERO CAL ZERO CAL ZERO CAL
WHITE X-OUT X-OUT N/C N/C

BROWN Y-OUT Y-OUT N/C N/C

TOLERANCE UNLESS SPECIFIED
APPLICATION

NEXT ASSYUSED ON

MATERIAL

FINISH
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TITLEDIMENSIONS ARE IN INCHES AND
APPLY TO PART BEFORE FINISHING

TWO PLACE DECIMALS        (.00)    .01
THREE PLACE DECIMALS    (.000)  .005
ANGLES  1°
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